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CHRIST CHURCH CAMBRIDGE FRONT ENTRY COURT
CAMBRIDGE HISTORIC DISTRICT COMMISSION

G2 COLLABORATIVE LANDSCAPE ARCHITECTURE
DATE: 04/26/2018



PRECEDENT IMAGES

Front Benches - precedent Flush louvered light in face of benches ( 2 per bench)
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PRECEDENT IMAGES
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ALL MEMBERS HOT DIPPED
GALVANIZED STEEL, POWDER

6" 0.D. BOLLARD
WITH WELDED FLAT CAP

SLEEVE (OPEN AT
BOTTOM FOR DRAINAGE)
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COAT BLACK.
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Existing Brick Pavers

CHRIST CHURCH CAMBRIDGE FRONT ENTRY COURT
CAMBRIDGE HISTORIC DISTRICT COMMISSION

G2 COLLABORATIVE LANDSCAPE ARCHITECTURE
DATE: 04/26/2018

NOTE

OFFSET BAR
AT END POST \
ALL MEMBERS HOT DIPPED |

GALVANIZED STEEL, POWDER
COAT BLACK.
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NOTES:

1. SITE PLAN IS FOR PERMITTING + IS NOT FOR
CONSTRUCTION

2. IRRIGATION

2.1. DRIP FOR PLANT BEDS + TREES

2.2. POP UP SPRAY HEADS FOR LAWN

3. 2" COMPOSTED LEAF MULCH FOR ALL PLANTING

PHASE 1 LIMIT OF WORK

CRUSHED STONE DRIP STRIP, TYP.
FOR NEW AREAS: 2" OF 3" CRUSHED BLUESTONE
ON 4" OF 3" COMPACTED CRUSHED AGGREGATE

¥ X 5" DEEP STEEL EDGING, BORDER KING OR EQ
(WWW.BORDERCONCEPTS.COM) N

FOR EXISTING AREAS: REMOVE TOP 2" OF EXISTING STONE

~

REPLACE WITH 2" OF §" CRUSHED BLUESTONE

)

BRICK PAVERS— PEDESTRIAN, TYP. *

BOSTON CITY HALL PAVER TO MATCH EXISTING
(OR APPROVED EQUAL)

BITUMINOUS SETTING BED ON ASPHALT BASE

J

18" HT EVERGREEN SHRUB, TYP.

GROUNDCOVER /PERENNIAL, TYP. .
2 QT PLANT, 18" 0O.C.

Iy x:;;

EXISTING CONCRETE WALK TO REMAIN

GRANITE CURB— TALL, TYP.

SPLIT FACE, THERMAL TOP

3" REVEAL AT DRIVEWAY SIDE, 18" REVEAL AT
OPPOSITE SIDE, 10" WIDE.

6" CONCRETE CRADLE, 6" COMPACTED
AGGREGATE ALL AROUND

FLUSH GRANITE SLAB AT BASE OF STEPS
(TO MEET EXISTING CITY SIDEWALK)

SOLID GRANITE TREADS, TYP.
WITH HANDRAIL
HOT DIPPED GALVANIZED, POWDER COAT BLACK

BRICK PAVERS— VEHICULAR, TYP.

BOSTON CITY HALL PAVER TO MATCH EXISTING
(OR APPROVED EQUAL)

BITUMINOUS SETTING BED ON ASPHALT BASE

2

RESET EXISTING GRANITE SLABS AND STEP AS NEEDED, TYP.

SOLID GRANITE BENCH, TYP.

COLOR TO MATCH EXISTING HISTORIC SLABS
SET ON COMPACTED GRAVEL BED

ASPHALT PAVING
6" REMOVABLE STEEL BOLLARD

GALVANIZED + PAINTED BLACK, WELDED FLAT CAP
ADDITIONAL CAP FOR GROUND SLEEVE

REGRADE + REPAVE PARISH
HALL COURTYARD

TO RECONCILE GRADES
+ MAKE DRAIN INLET
FUNCTIONAL

6" GRANITE CURB, TYP.
MEET EXISTING

INFORMATIONAL SIGN
12” SONOTUBE FOR POST
SIGN BY OTHERS

EXISTING STEPS To REMA™S! .

#19 FARWELL PLAGE
EXISTING
RCH

THRESHOLD
ELEV.=29.70

PARISH; HALL
x 29,67
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FLUSH GRANITE CURB, TYP.
(COLPR TO MATCH EXISTING SITE GRANITE)
NCRETE CRADLE, "6” COMPACTED AGGREGATE ALL AROUND

LIMIT OF WORK

H
!
, REMOVE (2) EXISTING LINDENS, GRIND STUMPS
'
1

(1) ADA PARKING SPACE + SIGNAGE
(VAN ACCESSIBLE, WITH AISLE)

CURB RAMP TO MEET EXISTING BRICK WALK

3" CAL SHADE TREE

| 3—4" HT SHRUB, TYP.

2" HT SHRUB, TYP.

V\’TAL UNIT)

FLUSH GRANITE CURB, TYP.
(COLOR TO MATCH EXISTING SITE GRANITE)

6" GRANITE CURB, TYP.
(COLOR TO MATCH EXISTING SITE GRANITE)
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,| 6” CONCRETE CRADLE, "6” COMPACTED AGGREGATE ALL AROUND
]
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i 6" CONCRETE CRADLE, "6” COMPACTED AGGREGATE ALL AROUND
:

i

R ,
éﬁpzaoe & i
‘ ho “enter
i i i
(]
j‘ f; ENTRY DRIVE + DROP—OFF ,
- ]
G .
l : . ;
| & g ,
| LAWN ,'
M (. |
J ‘ . frresh [ 1 GARDEN ST (RE
18” HEIGHT A e
s
JH § X
o []
W i
1= LAWN - i
=< i
s
BOLLARD, TYP. Pk - — X
g J S i %t 2p.
| o . %{-1", ! o
dron
I "3® gﬁ‘ 9. il
| 4 Post . !
RS n i ]
. Eag A s Lk
APPROX! PROPERTY L@E @
N NZ

3' HT. EVERGREEN HEDGE

EXISTING BANNER STAND TO REMAIN

EXISTING CURB TO REMAIN

GARDEN STREET

TRANSPLANTED LILACS

PLANT AGAINST EXISTING LILACS
EXISTING STONE POST TO REMAIN, TYP.

TRENCH DRAIN, TYP.
12" WIDE, IRON GRATE. CONNECT TO EXISTING DRY WELL

(SIZE TO BE CONFIRMED BY CIVIL ENGINEER)

G2 Collaborative

LANDSCAPE ARCHITECTURE
282 Moody St. Ste 308
Waltham, MA 02453
781.373.5945

www.g2cla.com
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